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Product Sheet 1 
 

Alert MetalGuard System overview 
 

 
 
Electronic box: 
Types:  RF-AM-EM 
Input voltage: 230VAC or 115VAC or 100VAC 
Approvals: CE, UL, cUL, PSE, C-Tick, FCC, IC 
Frequencies: RF-AM: 19 KHz – 26 KHz 
 EM:  78 KHz – 90 KHz 
 
Detectors: 
12cm for distance between the detectors of 100-175cm 
18cm for distance between the detectors of 175-210cm 
 
Numbers of detectors to the electronic box: 
2-3 detectors to one electronic box 
4-5 detectors to two electronic boxes 
6-7 detectors to three electronic boxes 
And so on…. 
 
Alarm devices: 
Pager systems with or without display 
Strobe light 
Flash light 
 
Integration: 
Integration of MetalGuard antenna loops is possible in RF EAS antennas 
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AM EAS antennas
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Product Sheet 2 
 

Alert MetalGuard installations 
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Product Sheet 3 
 

Alert MetalGuard electronic box 
 
 
 
 
 
 
 
 
 
 
 
 
 
Examples of installations 
 
 
 
 
 
 
 
 
 
Article numbers: 
100-1003810  Electronic AMG Digital Super 115 V 
100-1003820  Electronic AMG Digital Super 230 V 
100-1003865 Electronic AMG Digital Super 100 V 
100-1013910  Electronic AMG Digital Universal 115 V 
100-1013920  Electronic AMG Digital Universal 230 V 
100-1013965 Electronic AMG Digital Universal 100 V 
100-1023910  Electronic AMG Digital ElectroMet 115 V 
100-1023920  Electronic AMG Digital ElectroMet 230 V 
 
    With packing 
Height:   7 cm -   3.2 inch   8 cm -   3.2 inch 
Width: 22 cm -   8.6 inch 23 cm -   8.6 inch 
Depth: 30 cm - 11.8 inch 38 cm - 11.8 inch 
Weight: 3.8 kg -     8.4 lb 4.3 kg -     9.5 lb 
 
Input voltage: 230VAC or 115VAC or 100VAC 
Versions: RF - AM - EM 
Approvals: CE, UL, cUL, PSE, C-Tick, FCC, IC 
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Detector Glass-Clear 12cm 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
150-1040200  Detector Glass-Clear 12 cm 
 
    With packing 
Height: 152 cm -  61 inch 162 cm -  63 inch 
Width:   12 cm - 4.7 inch   15 cm -    6 inch 
Depth:   12 cm - 4.7 inch   20 cm - 7.8 inch 
Weight:  6,4 kg -  14 lb     8 kg -     18 lb 
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Product Sheet 5 
 

Detector Glass-Clear 18cm 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
150-1020100 Detector Glass-Clear 18 cm 
    With packing 
Height: 152 cm -  61 inch 162 cm -  63 inch 
Width:   12 cm - 4.7 inch   15 cm -    6 inch 
Depth:   18 cm - 7.0 inch   24 cm - 9.5 inch 
Weight:   10 kg -     22 lb   12 kg -     27 lb 
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Product Sheet 6 
 

Detector Glass-Clear 24cm 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
150-1020300 Detector Glass-Clear 24 cm 
    With packing 
Height: 152 cm -  61 inch 162 cm -  63 inch 
Width:   12 cm - 4.7 inch   15 cm -    6 inch 
Depth:   24 cm - 9.5 inch   30 cm -  12 inch 
Weight: 13.6 kg -     30 lb   15 kg -     33 lb 
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Triaxial cable 150 meter 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1010410  ALS Triaxial Cable, 150m 
 
Height: 15 cm -  65 inch 
Width: 30 cm - 4.7 inch 
Weight:   9 kg -  20 lb 
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Triaxial cable 30 meter 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1011410  ALS Triaxial Cable, 30m 
 
Height:   5 cm -  65 inch 
Width: 30 cm - 4.7 inch 
Weight:   2 kg - 4.4 lb 
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Installation kit for 3 antennas 
 
 
Used when antenna loop is integrated into RF antennas 
or 
when external MetalGuard detectors causes false alarms in the RF antennas 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1030000  Alert MetalGuard Installation kit 
 
Height: 5.5 cm - 2.1 inch 
Width:    8 cm - 3.1 inch 
Depth:    9 cm - 3.5 inch 
Weight: 0.2 kg - 0.5 lb   
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Strobe light 
 
 

 
 
 
Flash rate is adjustable: 0-10Hz 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
200-1020721  Alert MetalGuard StrobeLight 230V 
 
Height:    5 cm -    2 inch 
Width:    9 cm - 3.5 inch 
Depth:  13 cm -    5 inch 
Weight: 240 g - 8.5 oz 
 
Adaptor input voltage: 230VAC 
Adaptor mains plug:  EU 
Approvals:  CE  
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Flash light 
 
 

 
 
Flash rate is fixed:  1Hz 
 
 
 
 
 
 
Article number: 
200-1010121  Alert MetalGuard FlashLight clear 100-240V 
200-1010221  Alert MetalGuard FlashLight red 100-240V 
 
Height:    5 cm -    2 inch 
Width:    9 cm - 3.5 inch 
Depth:  13 cm -    5 inch 
Weight: 240 g - 8.5 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Approvals:  CE  



 

Product Catalogue Version 08-1a Page 15 of 50 
  Date: September 12, 2011 

 

Systems

Phone: +45 36 46 71 71
Fax:      +45 36 46 71 74

Vester Voldgade 104 st, th 1552 Copenhagen V, Denmark

Info@alertmetalguard.com

www.alertmetalguard.com

Product Sheet 12 
 

Buzzer 
 
 

 
 
Sounds:   32 different sounds selectable by dipswitch 
 
Sound level @ 1m:  Adjustable 82 – 110dB (A) 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
200-1030021  Alert MetalGuard Buzzer 100-240V 
 
 
Height:    7 cm - 2.7 inch 
Diameter:    9 cm - 3.5 inch 
Weight: 270 g - 9.5 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Approvals:  CE 
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Product Sheet 13 
 

Alert Pager System overview 
 
Modules: 

 
 
Applications: 
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Product Sheet 14 
 

An example of a pager installation 
 
An example of a shop with 3 doors each with a transmitter MP01D. 
3 persons from the staff have each one receiver with display QR01D. 
Due to the building construction a Repeater PA01 is installed in order to get full 
coverage. 
A Remote relay QY01 is placed at the cash disk in order to have an alert via sound 
or/and light. A Video surveillance system can also be connected. 
Furthermore are all events recorded via the Event logging module QL01. 
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Pager system MP01 without display 
 
The transmitter has 6 inputs that can be connected to 6 different systems. 
Alarms will be indicated by flashing LED signal, beeper and vibrator. 
 
Program tool QP01 available for programming 6 transmitters to one or more receivers 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
200-1003031 Alert Quick Pager System without display MP01 100-240V 
 
 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Receiver 
Height: 10 cm -    4 inch 
Width:   5 cm -    2 inch 
Depth:   2 cm - 0.8 inch 
Weight: 75 g - 2.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
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Pager system MP01D with display 
 
The transmitter has 6 inputs that can be connected to 6 different systems. 
Alarms will be indicated by a text message in the display and flashing LED signal, 
beeper and vibrator. 
Text (two lines – 11 characters each) for each of the 6 inputs are programmed into the 
transmitter using the Program tool QP01  
The Program tool is also used for programming many transmitters to one or more 
receivers. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
200-1003431 Alert Quick Pager System with display MP01-D 100-240V 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Receiver 
Height: 10 cm -    4 inch 
Width:   5 cm -    2 inch 
Depth:   2 cm - 0.8 inch 
Weight: 75 g - 2.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
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Product Sheet 17 

 

Pager receiver without display QR01 
 
The Pager receiver has 4 LED’s, a beeper and a vibrator. 
The Pager can show 6 different alarms by a combination of flashing LED’s 
 
LED info: 
Red Alarm from the Input no 1 
 or Transmit bottom is activated 
Green Alarm from the Input no 2 
Yellow  Alarm from the Input no 3 
Blue Alarm from the Input no 4 
Red / green Alarm from the Input no 5 
Yellow / blue Alarm from the Input no 6 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
200-1003131 Alert Quick Pager Receiver without display QR01 100-240V 
 
Receiver 
Height: 10 cm -    4 inch 
Width:   5 cm -    2 inch 
Depth:   2 cm - 0.8 inch 
Weight: 75 g - 2.6 oz 
 
Standby time 24 hours 
Charge time 10 hours 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals: CE  
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Product Sheet 18 

 

Pager receiver with display QR01D 
 
The Pager receiver has a display, 4 LED’s, a beeper and a vibrator. 
The display has 2 lines of 11 characters each 
The Pager can show 6 different alarms by a combination of flashing LED’s 
 
LED info: 
Red Alarm from the Input no 1 
 or Transmit bottom is activated 
Green Alarm from the Input no 2 
Yellow  Alarm from the Input no 3 
Blue Alarm from the Input no 4 
Red / green Alarm from the Input no 5 
Yellow / blue Alarm from the Input no 6 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
200-1003531 Alert Quick Pager Receiver with display QR01-D 100-240V 
 
Standby time 24 hours 
Charge time 10 hours 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals: CE 
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Pager transmitter (for pager systems without display) QT01 
 
The pager transmitter QT01 is for Pager systems with no display MP01. 
No text can be programmed into the device 
 
Each of the 6 inputs will activate LED info on the receiver 
 
LED info: 
Red Alarm from the Input no 1 
 or Transmit bottom is activated 
Green Alarm from the Input no 2 
Yellow  Alarm from the Input no 3 
Blue Alarm from the Input no 4 
Red / green Alarm from the Input no 5 
Yellow / blue Alarm from the Input no 6 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
200-1003231 Alert Quick Pager Transmitter (systems w. o. display) QT01 100-240V 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
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Pager transmitter (for pager systems with display) QT01D 
 
The pager transmitter QT01D is for Pager systems with display MP01D. 
Text (two lines – 11 characters each) for each of the 6 inputs are programmed into the 
transmitter using the Program tool QP01  
The Program tool QP01 is used to program text lines as follows 

• The transmitter shall have its own name 
• Each of the 6 inputs shall have their own name 

 
An example: 
Transmitter name: DoorEast 
Input 1: EASsystem1 
Input 2: EASsystem2 
Input 3: EASsystem3 
Input 4: MetalGuard1 
Input 5: MetalGuard2 
Input 6: DoorSensor 
 
When input 4 is activated then the Pager receiver will show in two lines: 
DoorEast 
MetalGuard1 
 
LED info is like Transmitter QT01 
 
 
 
 
 
 
 
 
Article number: 
200-1003631 Alert Quick Pager Transmitter (systems w. display) QT01-D 100-240V 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
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Pager system MP10D with display - USB / RS485  
 
The transmitter has 6 inputs that can be connected to 6 different systems. 
Alarms will be indicated by a text message in the display and flashing LED signal, beeper and vibrator. 
Text (two lines – 11 characters each) for each of the 6 inputs are programmed into the transmitter using 
the Program tool QP01  
The Program tool is also used for programming many transmitters to one or more receivers. 
 
System is connected to the EAS computer system via USB or RS485. 
The manual describes the protocol needed for the communication between the systems 
 
Article number: 
200-1004431 Alert Quick Pager System with display MP10-D USB 100-240V 
 
 
 
 
 
 
 
 
 
 
 
 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Receiver 
Height: 10 cm -    4 inch  
Width:   5 cm -    2 inch 
Depth:   2 cm - 0.8 inch 
Weight: 75 g - 2.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
USB:   9,6kB 
RS485:   9,6kB 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, USB port  
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Pager system MP11D with display - USB / RS485  
 
The transmitter has 6 inputs that can be connected to 6 different systems. 
Alarms will be indicated by a text message in the display and flashing LED signal, beeper and vibrator. 
Text (two lines – 11 characters each) for each of the 6 inputs are programmed into the transmitter using 
the Program tool QP01  
The Program tool is also used for programming many transmitters to one or more receivers. 
 
System is connected to the EAS computer system via USB or RS485. 
The manual describes the protocol needed for the communication between the systems 
 
Article number: 
200-1004531 Alert Quick Pager System with display MP11-D USB 100-240V 
 
 
 
 
 
 
 
 
 
 
 
 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Receiver 
Height: 10 cm -    4 inch 
Width:   5 cm -    2 inch 
Depth:   2 cm - 0.8 inch 
Weight: 75 g - 2.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
USB:    9,6kB 
RS485:   19,2kB 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, USB port  
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Pager system MP20D with display - USB / RS485  
Two way communication 
 
The transmitter has 6 inputs that can be connected to 6 different systems. 
Alarms will be indicated by a text message in the display and flashing LED signal, beeper and vibrator. 
Text (two lines – 11 characters each) for each of the 6 inputs are programmed into the transmitter using 
the Program tool QP01  
The Program tool is also used for programming many transmitters to one or more receivers. 
 
System is connected to the EAS computer system via USB or RS485. 
The manual describes the protocol needed for the communication between the systems 
 
Transmitter and display pager can both transmit and receive. When the receiver receives an alarm, the 
guard can scroll between 7 reason codes and transmit the selected back to the transmitter. 
 
Article number: 
200-1004721 Alert Quick Pager System with display MP20-D USB 100-240V 
 
 
 
 
 
 
 
 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Receiver 
Height: 10 cm -    4 inch 
Width:   5 cm -    2 inch 
Depth:   2 cm - 0.8 inch 
Weight: 75 g - 2.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
USB:   9,6kB 
RS485:   9,6kB 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, USB port  
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Program tool QP01 for Pager systems  
 
The Program module is used for programming text into the transmitters and for 
programming many transmitters and receivers into a group, so that they communicate 
together. 
Programming of the transmitters and receivers are done wireless 
A database stores all programming events. 
The events can be recalled and used to future programming 
 
Article number: 
200-1003831 Alert Quick Pager Programming tool USB QP01  100-240V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Transmitter with 6 key pads and USB port 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
 
Software for Pager systems without and with display 
(Windows version) 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, USB port 
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Repeater PA01  
for Pager and People Counter systems 
 
The repeater is used for two purposes: 

1. To extend the radio communication distance between the transmitter and 
receiver. 

 
2. If the radio communication shall pass through walls or floors, it will reduce the 

signals to the receiver. By placing the Repeater between the transmitter and 
receiver, the communication is reestablished. 

 
No software needed when programming the Repeater to the existing Pager or People 
Counter systems. 
 
Article number: 
300-1050122 Alert Repeater PA01  100-240V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
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Remote Relay QY01 for Pager systems 
 
The Remote relay is used to activate alarm devices wireless. 
Max distance between the devices is app. 350 meter in free air. 
 
No software needed when programming the Remote Relay to the existing Pager 
systems. 
 
Article number: 
200-1003731 Alert Quick Pager remote relay QY01  100-240V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Remote Relay: 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
Relay output:  3 dry relay contacts 
  Max: 24 V DC, 0.5 amps  
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Event logging module QL01 for Pager systems 
 
The event logging module will save all events in from all selected groups in separate 
CSV files on the PC. 
 
A graphic interface shows the events 
 
Article number: 
200-1003931 Alert Quick Pager Event module QL01  100-240V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
USB:    9,6kB 
RS485:  9,6kB 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, USB port 
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Transmitter with 5 key pads QTP05 
 
The 5 key pad transmitter is designed for bars and discotheques. 
Key pad 1 and 2 are for emergency call to security staff. 
Key pad 3, 4 and 5 are for calls to staff cleaning tables and helping in kitchens. 
 
Program tool QP01 available incl. software (Win) for programming many transmitters 
to one or more receivers. 
 
Article number: 
200-1003635 Alert Quick Pager 5 key Pads QTP05  100-240V 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
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Transmitter with 6 key pads QTP06 
 
The 6 key pad transmitter is designed for Hypermarkets and Shops to be placed in the 
cash disks. 
Text programmed in the transmitter can be: 

• Fire alarm 
• Rude customers 
• Relief 
• Assistance 
• Small coins 
• xx 

 
Program tool QP01 available incl. software (Win) for programming many transmitters 
to one or more receivers. 
 
Article number: 
200-1003636 Alert Quick Pager 6 key Pads QTP06  100-240V 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
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Alert People Counter systems overview 
 
Two or more systems can be installed on the same computer. 
A special software tool for this purpose is available upon request 
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Wireless People Counter APW01 - 3 channels 
non Bi-directional sensor 
 
 
 
 
 
 
 
 

 
 
Receiver 
 
    Transmitter 
 
    Software 
  Sensor 
 
Article number: 
300-1050021 Alert People Counter 3ch APW01  100-240V 
 
Transmitter 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   160 g - 5.6 oz 
 
Receiver 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   180 g - 6.4 oz 
 
Sensor 
Detection range: 3 meter 
Height:  6.5 cm - 2.5 inch 
Width:   21 cm - 8.3 inch 
Depth:     3 cm - 1.2 inch 
Weight:   195 g - 6.9 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:   EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, Linux, USB port  
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People Counter AP01 - 3 channels  
non Bi-directional sensor and no transmitter 
 
 
 
 
 
 
 
 

 
 
Receiver 
 
 
 
    Software 
  Sensor 
 
 
Article number: 
300-1050521 Alert People Counter 3ch AP01  100-240V 
 
 
Receiver 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   180 g - 6.4 oz 
 
Sensor 
Detection range: 3 meter 
Height:  6.5 cm - 2.5 inch 
Width:   21 cm - 8.3 inch 
Depth:     3 cm - 1.2 inch 
Weight:   195 g - 6.9 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, Linux, USB port  
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Wireless People Counter APW02 - 3 channels 
reflex sensor 
 
 
 
 
  
 
 
 
 
Receiver 
 
    Transmitter 
 
    Software 
  Reflex 
 Sensor 
 
Article number: 
300-1052021 Alert People Counter 3ch APW02  100-240V 
 
 
Receiver 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   180 g - 6.4 oz 
 
Sensor 
Height:  6.2 cm - 2.4 inch 
Width:  1.8 cm - 0.7 inch 
Depth:  3.5 cm - 1.4 inch 
Weight:   150 g - 5.3 oz 
 
Reflex 
Detection range: 12 meter 
Diameter:  8.4 cm - 3.3 inch 
Weight:   30 g - 1.0 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:   EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, Linux, USB port  
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People Counter AP02 - 3 channels 
reflex sensor and no transmitter 
 
 
 
 
 
 
 
 
 
 
Receiver 
 
 
 
    Software 
  Reflex 
 Sensor 
 
Article number: 
300-1052521 Alert People Counter 3ch AP02  100-240V 
 
Receiver 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   180 g - 6.4 oz 
 
Sensor 
Height:  6.2 cm - 2.4 inch 
Width:  1.8 cm - 0.7 inch 
Depth:  3.5 cm - 1.4 inch 
Weight:   150 g - 5.3 oz 
 
Reflex 
Detection range: 12 meter 
Diameter:  8.4 cm - 3.3 inch 
Weight:  30 g - 1.0 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:   EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, Linux, USB port  
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Wireless People Counter APW03 - 3 channels 
Bi-directional sensor 
 
 
 
 
 
 
 
 
 
 
Receiver 
 
    Transmitter 
 
    Software 
  Sensor 
 
Article number: 
300-1053021 Alert People Counter 3ch APW03  100-240V 
 
Transmitter 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   160 g - 5.6 oz 
 
Receiver 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   180 g - 6.4 oz 
 
Sensor 
Detection range: 3 meter 
Height:  6.5 cm - 2.5 inch 
Width:   23 cm - 9.0 inch 
Depth:     5 cm - 1.9 inch 
Weight:   270 g - 9.5 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:   EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, Linux, USB port  
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Wireless People Counter APW09 - 9 channels 
non Bi-directional sensor 
 
 
 
 
 
 
 
 

 
 
Receiver 
 
    Transmitter 
 
    Software 
  Sensor 
 
Article number: 
300-1051021 Alert People Counter 9ch APW09  100-240V 
 
Transmitter 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   160 g - 5.6 oz 
 
Receiver 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   180 g - 6.4 oz 
 
Sensor 
Detection range: 3 meter 
Height:  6.5 cm - 2.5 inch 
Width:   21 cm - 8.3 inch 
Depth:     3 cm - 1.2 inch 
Weight:   195 g - 6.9 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:   EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals: CE 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, Linux, USB port  
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People Counter Transmitter 3 ch PT01 
 
The People Counter transmitter PT01 is for People Counter system APW01 Non Bi-directional 
 
People Counter system APW01 can hold maximum 3 transmitters  
 
Sensor type connected to the transmitter is SV01 or SV02, both Non Bi-directional 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
Article number: 
300-1050121 Alert People Counter Transmitter PT01  100-240V 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals: CE 
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People Counter Receiver 3 ch PR01 
 
The People Counter receiver PR01 is for People Counter system APW01 Non Bi-directional 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1050221 Alert People Counter Receiver PR01  100-240V 
 
Receiver 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   180 g - 6.4 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, Linux, USB port 
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People Counter Transmitter 9 ch PT09 
 
The People Counter transmitter PT09 is for People Counter system APW09 Non Bi-directional 
 
People Counter system APW09 can hold maximum 9 transmitters  
 
Sensor type connected to the transmitter is SV01 or SV02, both Non Bi-directional 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1051121 Alert People Counter Transmitter PT09  100-240V 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
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People Counter Receiver 9 ch PR09 
 
The People Counter receiver PR09 is for People Counter system APW09 Non Bi-directional 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1051221 Alert People Counter Receiver PR09  100-240V 
 
Receiver 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   180 g - 6.4 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:   EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, Linux, USB port 
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People Counter Transmitter 3 ch PT03 
 
The People Counter transmitter PT03 is for People Counter system APW03 Bi-directional 
 
People Counter system APW03 can hold maximum 3 transmitters  
 
Sensor type connected to the transmitter is SV03 Bi-directional 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1053121 Alert People Counter Transmitter PT03  100-240V 
 
Transmitter 
Height:  15 cm -    6 inch 
Width:    9 cm - 3.5 inch 
Depth: 2.5 cm -    1 inch 
Weight:  160 g - 5.6 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
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People Counter Receiver 3 ch PR03 
 
The People Counter receiver PR03 is for People Counter system APW03 Bi-directional 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1053221 Alert People Counter Receiver PR03  100-240V 
 
Receiver 
Height:   15 cm -    6 inch 
Width:     9 cm - 3.5 inch 
Depth:  2.5 cm -    1 inch 
Weight:   180 g - 6.4 oz 
 
Adaptor input voltage: 100VAC to 230VAC 
Adaptor mains plug:  EU or UK 
Frequency:  433MHz or 315MHz ISM band 
Approvals:  CE 
 
Minimum system requirements of the computer system: 
Windows 98, Windows 2000, Windows XP, Windows Vista, Linux, USB port 
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People Counter Vertical Sensor SV01 
Non Bi-directional 
 
 

 
 
 
 
 
 
    
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1050341 Alert People Counter Vertical Sensor SV01 
 
Sensor 
Detection range: 3 meter 
 
Height:  6.5 cm - 2.5 inch 
Width:   21 cm - 8.3 inch 
Depth:     3 cm - 1.2 inch 
Weight:   195 g - 6.9 oz 
  



 

Product Catalogue Version 08-1a Page 48 of 50 
  Date: September 12, 2011 

 

Systems

Phone: +45 36 46 71 71
Fax:      +45 36 46 71 74

Vester Voldgade 104 st, th 1552 Copenhagen V, Denmark

Info@alertmetalguard.com

www.alertmetalguard.com

Product Sheet 44 
 

People Counter Horizontal Sensor SV02 
Non Bi-directional 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1051341 Alert People Counter Horizontal Sensor SV02 
 
Sensor 
Detection range: 12 meter 
 
Height:  6.2 cm - 2.4 inch 
Width:  1.8 cm - 0.7 inch 
Depth:  3.5 cm - 1.4 inch 
Weight:   150 g - 5.3 oz 
 
Reflex 
Diameter:  8.4 cm - 3.3 inch 
Weight:   30 g - 1.0 oz 
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People Counter Vertical bi-directional Sensor SV03 
Bi-directional 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1053341 Alert People Counter bi-directional Sensor APW03 
 
Sensor 
 
Detection range: 3 meter 
 
Height:  6.5 cm - 2.5 inch 
Width:   23 cm - 9.0 inch 
Depth:     5 cm - 1.9 inch 
Weight:   270 g - 9.5 oz 
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People Counter Testbox 
 
The testbox is a tool used for adjusting the performance of the sensor. 
It gives a sound when the sensor detect a movement in its detection field 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Article number: 
300-1050100 Alert People Counter Testbox 
 
Sensor 
Height:  6.5 cm - 2.5 inch 
Width:   23 cm - 9.0 inch 
Depth:     5 cm - 1.9 inch 
Weight:   270 g - 9.5 oz 
 


